
LED DRIVER 24V 150W DALI2

El-nr: 6600576

DALI2 LED Driver for konstant spenning (24V) for bruk til

blant annet LED Stripes. Kan belastes med 150W. For

innendørs bruk IP 20. Driveren har skrutilkoblinger og

strekkavlaster på både primærside og sekundærside.

Styres med DALI eller impuls.

Spesifikasjoner

OUTPUT

Output spenning 24Vdc

Output spenningsområde 24Vdc ± 0.5Vdc

Output strøm Max. 6.25A

Output effekt Max. 150W

Output effektområde 0~150W

Strobe nivå Høyfrekvent unntaksnivå.

PWM frekvens 3600Hz

Dimmingsområde 0~100%, dimming dybde: Max. 0.1%

Strømbegrensning

ovebelasning

≥102%

Ripple & Noise Switch ripple≤200mV, noise≤500mV
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INPUT

Dimming Interface DALI (IEC62386), Push DIM

Input spenning 220-240Vac 200-280Vdc

Frekvens 50/60Hz

Input støm Max. 0.75A/230Vac

Power Factor PF>0.98/230Vac, ved full belastning

THD

Effektivitet (typ.) 93%

Standby Power Tap

Inrush strøm(typ.) Kaldstart 45A ved 230Vac

Kontroller

overspenningsevnen

L-N:2KV

Leakage Current Max. 0.5mA

MILJØ

Arbeidstemperatur ta: -20°C ~ 50°C tc: 85°C

Fuktighet dift 20 ~ 95%RH, ikke kondenserende

Lagringstemperatur,

fuktighet

-40°C ~ 80°C, 10~95%RH

Temp. koeffisient ±0.03%/°C (0-50°C)

Vibrasjon 10~500Hz, 2G 12min./1cycle, period for 72min. each along X, Y, Z axes

BESKYTTELSE

Over-heat Protection Intelligently adjusting or turning off the output current if the PCB

temperature≥110°C, auto recovers
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Over Voltage

Protection

Shut down the output

when non-load

voltage≥28V, re-power

on to recover after fault

condition is removed

Over Load

Protection

Shut down the output

when current load≥102%,

auto recovers.

Short Circuit

Protection

Enter hiccup mode if

short circuit occurs, auto

recovers.

SAFETY &
EMC

Withstand Voltage I/P-O/P: 3750Vac

Isolation Resistance I/P-O/P: 100MΩ/500VDC/25°C/70%RH

Safety Standards IEC/EN61347-1, IEC/EN61347-2-13

EMC Emission EN55015, EN61000-3-2 Class C, IEC61000-3-3

EMC Immunity EN61000-4-2,3,4,5,6,8,11 EN61547

Strobe Test Standard IEEE 1789

OTHERS

Weight(G.W.) 430g±10g

Dimensions 352×43×30mm(L×W×H)

Package Size 355×44×33mm(L×W×H)

Coton Size 370×340×93mm(L×W×H) 20pcs/ctn 9.4kg±5%/ctn
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